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Unit 1
Load 942.50 MW
Opacity
Casing Outlet A 2.5 B 3.2 c 2.7
CEM @ Scrub Inlet 1.9
S02

Scrub In ppm /lb/mbtu 416./ 0.905
1A 1B 1C 1D 1E 1F
18. 12. 0 2 6. 23.

Module Outlet ppm . .
5.79 5.81 4.00 7.99 5.77 5.95

Rxn Tank PH

Stack ppm/ lb/mbtu 17. / .040 [WEPCO Target .063
% S02 Removal 95.8 Upper Limit .138
NOx 02 3.00 OFA % 12.4

Scrubber Inlet ppm 218.

Stack ppm/ lb/mbtu 211./ .345 Target .372
co2 Limit .461
Scrub In/Stack % 13.71/13.18

Other

Coal Flow TPH 357.7

Total Air % 78.2

Vol Flow MSCFH 138.65

Boiler Duty mbtu/hr8533.8
Corr FW Flow KPPH 6408.0
02 E/W 3.62 / 2.35

- 30-Apr-04 15:36:40

30-Apr-04 15:36:40
Unit 2
951.50 Mw

A 4.3 B 4.7 cC 4.5
3.0

398./ 0.912

1A 1B 1C 1D 1E 1F
19. 0. 0. 27. 10. 14.
5.94 7.87 7.05 5.92 5.81 5.91

27. / .063 WEPCO Target .061
93.3 Upper Limit .138
02 3.30 OFA % 4.8
205.
194./ .334 Target .402

Limit .461

13.00/12.46

368.8

83.9
141.74
8374.1
6635.7
3.25 / 3.04

EndTim= 30-Apr-04 15:36:39 /EvalTim= 30-Apr-04 15:36:39 /PanRate= 0



